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A. Install APD Flashfirmware and Drivers Setup Software: 

 Run “APD - FlashFirmware and Drivers Setup.msi” to install Flashfirmware and 
Drivers Setup software.  

 Click “Next” to continue: 
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 Click “Next”: 
 

 
 
 
 

 Click “Next”: 
 

 
 

 



 - 3 -

 
 
 
 

 Click “Close” to finish: 
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 And then click on Start menu, you will see the installed program as follows: 
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B. Install USB Drivers for APD/ANAGraph Plotter for Windows XP, Windows Vista 
and Windows 7: 
 Click on Start menu,  select “APD – Flashfirmware” and then click on “Install APD 

USB Drivers”: 

 
 
 
 

 The setup wizard will be showed as follows: 
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 This panel will be showed when APD USB Drivers is installed successful: 

 

 
 
 

 And now you can plug APD/ANAGraph plotter into your computer via USB port.  

The computer will search drivers for it automatically. 

 Finished! 
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C. Install Microsoft Forms 2.01: 
Once APD – Flashfirmware was installed successful. But you can not run “APD – 
Flashfirmware” when you click on " APD – Flashfirmware” in Start menu.  

In this case, you must install Microsoft Forms 2.01 as follows: 

 Click on Start menu, select “APD – Flashfirmware” and then click on “Install 
Microsoft Forms 2.01”: 

 

 
 

 

 Click “Yes” to continue: 
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 Click “Yes”: 

 
 

 Click “OK” to finish: 
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D. Set COM Port for APD/ANAGraph Plotter on Microsoft Windows OS: 
If APD – Flashfirmware and USB Drivers for APD Plotter were installed successful as 
well as in step A, step B, step C, and now you can set COM Port for APD/ANAGraph 
Plotter: 

 Go to desktop, right click on “My Computer” and select “Manage”: 
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 When Computer Management’s panel was showed, click on “Device Manager” and 
then double click on “Comunications Port” to open comunications port properties: 

 
 

 And then click on “Advanced” to open advanced settings for COM port: 

 



 - 11 -

 Click on “COM PortNumber”, select “COM2” and click “OK” to continue: 

 
 

 And you will see COM port of APD/ANAGraph Plotters as follows: 
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E. Create a setup for APD/ANAGraph Plotter on FlexiSign v7.5: 
Before you can output your design, your FlexiSign software must establish a connection 
with the Production Manager and APD/ANAGraph Plotters. Follow the steps below to 
create a setup for your APD/ANAGraph Plotters: 

 From your FlexiSign software, select “RIP and Print” or “Cut/Plot” from the File 
menu: 

 
 

 Select “On this computer (Local)” and click “OK”: 

 

 Click on “Add setup” from the Setup menu: 
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 Click on “APD” and then select your model name like this: 

 
 

 Click “Next” to continue: 
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 Select “COM2” and other settings as follows, then click “Finish”: 

 
 

 Congratulation!  
Your APD/ANAGraph Plotter is ready to use now. 


